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Technical Specification - Modul-Air BLUE

SPECIFICATIONS UNIT MODUL-AIR BLUE

GENERAL

PERFORMANCE

Dimensions (HxBxD) 2,170 x 600 x650

215

385

IP21

RF Supported

Weight (empty)

IP Rating

mm

kg

kg

kW /  -

kW /  -

kW /  -

kW /  -

kW

kW

dB

m³/h

m³/h

l/m

bar

l

°C

°C

°C

3.8 / 2.9

4 / 2.1

4.6 / 3.2

4.7/2.2

20 - 55

18 - 20

60

1 - 3

5 - 33

170

L

2.33

2.5

90 - 252

50 - 520

51.9

11

A++ / A+++ / A

Weight (full)

RF-Ventilation Control

Heating power PH / COP (A20/W35)*

Heating power PH / COP (A20/W35)*

Heating power PH / COP (A20/W35)**

Heating power PH / COP (A20/W35)**

Heating water flow temperature heating

Water flow temperature cooling (non condensing)

Water flow temperature DHW

Circulation Pump

Cylinder Volume

EN16147 Tapping Profile

COP EN16147*

Working Pressure (max)

Max output incl. 6kW back up

Operating ventilation rate (heating)

Operating ventilation rate (no heating) @100Pa

Noise Level (NEN-EN-ISO 3744)***

Space heating label 55 °C/ Label space heating 35°C / tap water

Cooling capacity at 35/18° EN14511 (modulating)
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REFRIGERANT

CONNECTIONS

Type R32

1110

675

749

Charge

CO2 equivalent

g

kg

15

32

GWP

Exhaust Outlet

Ømm 200

Ømm 200

Ømm

Ømm

Ømm

22

Air Intake

F&R Connections (heating)

F&R Connections (Climate Control)

Condensate

* at an air flow rate of 180 m3/h.  ** at an air flow rate of 252 m3/h.  *** at an air flow rate of 198 m3/h.
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For more information visit:

www.joule.iewww www www.jouleuk.co.uk

Technical Specification - Site Unit

SPECIFICATIONS UNIT MODUL-AIR BLUE

GENERAL

Dimensions (HxBxD) 570 x 596 x 661

G3 / F7

47

IP21

Filter Types

IP Rating

mm

kgWeight


